










BRUSHLESS MOTOR 
FANS AND BLOWERS

IP68 & IP6K9K PROTECTION

VERY LONG LIFE (OVER 30.000 hrs)

HIGH EFFICIENCY

FAN DIAMETERS FROM 140 mm TO 405 mm 

AIRFLOWS UP TO 5.000 m3/h

Besides standard solutions, SPAL Automotive, for special 
requirements, can provide custom designed shrouds and 
fans.

305 mm
12” inches

190 mm
7,5” inches

385 mm
15” inches

405 mm
16” inches

140 mm
5,5” inches

TYPE 019-BBL301-95 
24V

TYPE 020-BBL303-95
24V 

BRUSHLESS AXIAL FANS RANGE

BRUSHLESS CENTRIFUGAL BLOWER RANGE

•	 PWM and analog input for continuous adjustment of fan speed
•	 EMC directives: 2006/28/EC
•	 RoHS compliant: totally lead-free electronic
•	 assembly process
•	 Nominal power 300W
•	 Operating temperature range: -40 ÷ 120 °C
•	 Protection:

Overtemperature
Overcurrent
Mechanical overload
Locked rotor
Load dump
Overvoltage
Undervoltage



SOLUTIONS FOR EVER 
GROWING COOLING NEEDS

HEATING,VENTILATION,
AIR CONDITIONING

POWERTRAIN COOLING

BATTERY THERMAL 
MANAGEMENT SYSTEM

ON-BOARD ELECTRONICS  
COOLING

CAR

BUS

AGRICULTURAL 
TRACTOR

OFF-HIGHWAY 
VEHICLE

TRUCK

POWERSPORT

HYBRID AND ELECTRIC
TECHNOLOGY

ECOLOGICAL 
ENGINEERING

OUR CLIENTS ARE OUR BEST REFERENCE. WE WORK WITH THE BEST OEM MANUFACTURES




